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12. INSTALLATION

All packaging materials are recyclable and should be disposed of in accordance with local regulations. All packaging materials 
are recyclable and should be disposed of in accordance with the local regulations. Please destroy "plastic" bags to prevent 
them from becoming hazardous to children (suffocation).

12.1 UNPACKING

ATTENTION
Handling of the equipment must only be performed using a forklift truck of adequate power (with respect to 
the weight of the equipment) and operated by qualified personnel: during this operation the equipment must 
strictly be positioned on the appropriate pallet supplied.

12.2 POSITIONING

ATTENTION
The appliance has swivelling drive wheels to facilitate handling. 
Stabilising the equipment on the floor after positioning is mandatory.

SWIVEL CASTERS

12.3 WALL MOUNTING

ATTENTION

It is fundamental to respect the distances indicated (mm) for correct installation of the appliance.
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12.4 ENVIRONMENTAL CONDITIONS

ATTENTION
A dry room that can be ventilated is the suitable location for the appliance's installation. There should be a good air 
flow around the compressor/condensing unit. Therefore the area around the unit should not be obstructed by boxes 
or other objects. Place the equipment away from sources of heat (radiators, heaters of any kind, etc.) and far from 
the influence of continuous air movement (caused by fans, air conditioning units, etc.). If it is unavoidable to install 
near a heat source, use a suitable insulating plate. Also avoid exposure to direct solar irradiation; all of this causes 
the temperature inside the refrigerated compartment to rise with negative consequences on operation and energy 
consumption. Do not use the appliance outdoors and do not leave it exposed to rain.

12.4.1 MAXIMUM ENVIRONMENTAL CONDITIONS FOR USING THE EQUIPMENT

REFRIGERATORS FOR BEVERAGES

+32°C MAX

°C

+60 MAX

%

FREEZERS FOR ICE CREAM

This appliance is intended for use in places 
where the temperature and humidity are between:

+40°C MAX

°C

+40 MAX

%

+16°C MAX

°C

+80 MAX

%

12.5 ELECTRICAL CONNECTION

ATTENTION
Check that the network voltage matches the one displayed on the identification plate of the appliance, and that the 
power is adequate. Check on the socket that the power supply voltage provides rated voltage (±10%) when you start 
up the compressor. The plug should be directly connected to the electrical socket. It is forbidden to connect the plug 
to the socket by means of multiple socket extensions or adaptors. The plant power supply socket must be fitted with 
a disconnection device from the mains electricity (dimensioned to the load and in compliance with Standards in 
force), which guarantees complete disconnection in category III (3) over-voltage conditions and therefore protects the 
circuits against earth faults, overloads and short circuits. Do not route the electricity cable in passageways.

ATTENTION
Remember that earthing is necessary and is a requirement imposed by law.
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TILT FLAP

ATTENTION

Open and close the blind manually without forcing it making sure that it is correctly closed; if it is not correctly 
closed, it may negatively affect the performance of the appliance and result in the excessive build-up of ice on the 
internal walls.

12.6 OPENING / CLOSING (OPERATOR SIDE)
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12.7 ASSEMBLY OF PORTIONER WASHER (OPTIONAL)
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12. INSTALLAZIONE

Liberare l’ apparecchiatura dall’imballo togliendo le viti che la bloccano al pallet. Tutti i materiali dell’imballo sono reciclabili 
da smaltire in accordo alle disposizioni legislative locali, abbiate cura di distruggere i sacchetti in “plastica” per  evitare che 
costituiscano fonte di pericolo (soffocamento) per i giochi dei bambini.

12.1 DISIMBALLO

ATTENZIONE
La movimentazione dell’ apparecchiatura va effettuata esclusivamente mediante carrello elevatore di 
potenza adeguata (rispetto al peso dell’ apparecchiatura) e manovrato da personale qualificato: durante tale 
operazione l’ apparecchiatura deve tassativamente essere posizionata sull’apposito pallet fornito in dotazione.

12.2 POSIZIONAMENTO

ATTENZIONE
L’ apparecchiatura è dotata di ruote pivottanti per facilitarne la movimentazione. 
E’ assolutamente necessario dopo il posizionamento stabilizzare l’ apparecchiatura a pavimento.

RUOTE PIVOTTANTI

12.3 INSTALLAZIONE A PARETE

ATTENZIONE

E’ fondamentale rispettare le distanze indicate (mm) per una corretta installazione dell’ apparecchitura.
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12.4 CONDIZIONI AMBIENTALI

ATTENZIONE
Per l’installazione è idoneo un ambiente asciutto, ventilabile. E’ necessario che il gruppo compressore / condensatore 
sia in condizioni di libero scambio d’ aria; pertanto le zone di aerazione non devono essere ostruite da scatole o altro. 
Posizionare l’ apparecchiatura lontano da fonti di calore (radiatori, stufe di ogni tipo, etc.) e lontano dall’ influenza di 
continui movimenti d’ aria (causati ad esempio da ventilatori, bocchette dell’ aria condizionata etc.). Se è inevitabile 
l’installazione accanto ad una fonte di calore, utilizzare un idoneo pannello isolante. Evitare inoltre l’ esposizione 
all’irradiazione solare diretta; tutto ciò causa elevazione della temperatura all’ interno del vano refrigerato con 
negative conseguenze sul funzionamento e sul consumo di energia. L’ apparecchiatura non può essere usata all’ aria 
aperta e non può essere esposta alla pioggia.

12.4.1 CONDIZIONI MASSIME AMBIENTALI PER L’ UTILIZZO DELL’ APPARECCHIATURA

REFRIGERATORI PER BEVANDE

+32°C MAX

°C

+60 MAX

%

CONGELATORI PER GELATI

Il presente apparecchio è destinato a funzionare in ambienti 
in cui la temperatura e l’umidità sono comprese:

+40°C MAX

°C

+40 MAX

%

+16°C MAX

°C

+80 MAX

%

12.5 COLLEGAMENTO ELETTRICO

ATTENZIONE
Controllare che la tensione di rete sia corrispondente a quella riportata sulla targhetta di identificazione dell’ 
apparecchiatura e che la potenza richiesta sia adeguata. Verificare al punto di presa che la tensione di alimentazione 
sia quella nominale (±10%) all’ avviamento del compressore. Si richiede il collegamento diretto della spina alla presa 
di alimentazione elettrica; è vietato il collegamento della spina alla presa di alimentazione tramite derivazioni multiple 
o adattatori. La presa di alimentazione dell’ impianto deve essere munita di un dispositivo di disconnessione dalla 
rete di alimentazione (dimensionato al carico e conforme alle normative vigenti) che garantisca la disconnessione 
completa nelle condizioni della categoria di sovratensioni III (3) e quindi che assicuri la protezione dei circuiti contro 
i guasti di terra, i sovraccarichi e i cortocircuiti. Non posizionare il cavo di collegamento in un punto di passaggio.

ATTENZIONE
Si ricorda che la messa a terra è necessaria ed obbligatoria a termini di legge.
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RIBALTINA BASCULANTE

ATTENZIONE

Aprire e chiudere manualmente la ribaltina senza forzature assicurandosi della sua corretta chiusura; la non corretta 
chiusura influisce negativamente sulle prestazioni dell’ apparecchiatura e sull’ eccessivo accumulo di ghiaccio sulle 
pareti interne.

12.6 APERTURA / CHIUSURA (LATO OPERATORE)
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12.7 MONTAGGIO LAVAPORZIONATORE (OPTIONAL)


